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§3280.505

Cameron, Camp, Cass, Chambers, Cherokee,
Colorado, Comal, De Witt, Dimmit, Duval,
Falls, Fayette, Fort Bend, Franklin, Free-
stone, Frio, Galveston, Goliad, Gonzales,
Gregg, Grimes, Guadalupe, Hardin, Harris,
Harrison, Hays, Henderson, Hidalgo, Hop-
kins, Houston, Jackson, Jasper, Jefferson,
Jim Hogg, Jim Wells, Karnes, Kaufman, Ken-
nedy, Kinney, Kleberg, La Salle, Lavaca,
Lee, Leon, Liberty, Limestone, Live Oak,
Madison, Marion, Matagorda, Maverick,
McMullen, Medina, Milam, Montgomery,
Morris, Nacogdoches, Navarro, Newton,
Nueces, Orange, Panola, Polk, Rains,
Refugio, Robertson, Rusk, Sabine, San Au-
gustine, San Jacinto, San Patricio, Shelby,
Smith, Starr, Titus, Travis, Trinity, Tyler,
Upshur, Uvalde, Val Verde, Van Zandt, Vic-
toria, Walker, Waller, Washington, Webb,
Wharton, Willacy, Williamson, Wilson,
Wood, Zapata, Zavala.

(c) Attic or roof ventilation. (1) Attic
and roof cavities shall be vented in ac-
cordance with one of the following:

(i) A minimum free ventilation area
of not less than 1/300 of the attic or roof
cavity floor area. At least 50 percent of
the required free ventilation area shall
be provided by ventilators located in
the upper portion of the space to be
ventilated. At least 40 percent shall be
provided by eave, soffit or low gable
vents. The location and spacing of the
vent openings and ventilators shall
provide cross-ventilation to the entire
attic or roof cavity space. A clear air
passage space having a minimum
height of 1 inch shall be provided be-
tween the top of the insulation and the
roof sheathing or roof covering. Baffles
or other means shall be provided where
needed to insure the 1 inch height of
the clear air passage space is main-
tained.

(ii) A mechanical attic or roof ven-
tilation system may be installed in-
stead of providing the free ventilation
area when the mechanical system pro-
vides a minimum air change rate of 0.02
cubic feet per minute (cfm) per sq. ft.
of attic floor area. Intake and exhaust
vents shall be located so as to provide
air movement throughout space.

(2) Single section manufactured
homes constructed with metal roofs
and having no sheathing or
underlayment installed, are not re-
quired to be provided with attic or roof
cavity ventilation provided that the air
leakage paths from the living space to
the roof cavity created by electrical
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outlets, electrical junctions, electrical
cable penetrations, plumbing penetra-
tions, flue pipe penetrations and ex-
haust vent penetrations are sealed.

(3) Parallel membrane roof section of
a closed cell type construction are not
required to be ventilated.

(4) The vents provided for ventilating
attics and roof cavities shall be de-
signed to resist entry of rain and in-
sects.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, as amended at 58 FR
55009, Oct. 25, 1993; 70 FR 72046, Nov. 30, 2005;
71 FR 19639, Apr. 17, 2006]

§3280.505 Air infiltration.

(a) Envelope air infiltration. The
opaque envelope shall be designed and
constructed to limit air infiltration to
the living area of the home. Any de-
sign, material, method or combination
thereof which accomplishes this goal
may be used. The goal of the infiltra-
tion control criteria is to reduce heat
loss/heat gain due to infiltration as
much as possible without impinging on
health and comfort and within the lim-
its of reasonable economics.

(1) Envelope penetrations. Plumbing,
mechanical and electrical penetrations
of the pressure envelope not exempted
by this part, and installations of win-
dow and door frames shall be con-
structed or treated to limit air infiltra-
tion. Penetrations of the pressure enve-
lope made by electrical equipment,
other than distribution panel boards
and cable and conduit penetrations, are
exempt from this requirement. Cable
penetrations through outlet boxes are
considered exempt.

(2) Joints between major envelope ele-
ments. Joints not designed to limit air
infiltration between wall-to-wall, wall-
to-ceiling and wall-to-floor connections
shall be caulked or otherwise sealed.
When walls are constructed to form a
pressure envelope on the outside of the
wall cavity, they are deemed to meet
this requirement.

§3280.506 Heat loss/heat gain.

The manufactured home heat loss/
heat gain shall be determined by meth-
ods outlined in §§3280.508 and 3280.509.
The Uo (Coefficient of heat trans-
mission) value zone for which the man-
ufactured home is acceptable and the

160



		Superintendent of Documents
	2014-08-20T13:09:07-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




